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§98.317 Records that must be re-
tained.

In addition to the records required by
§98.3(g), you must retain the records
specified in paragraphs (a) and (b) of
this section for each titanium dioxide
production facility.

(a) If a CEMS is used to measure CO,
emissions, then you must retain under
this subpart required for the Tier 4 Cal-
culation Methodology in §98.37 and the
information listed in this paragraph
(a):

(1) Records of all calcined petroleum
coke purchases.

(2) Annual operating hours for each
titanium dioxide process line.

(b) If a CEMS is not used to measure
CO, emissions, then you must retain
records for the information listed in
this paraghraph:

(1) Records of all calcined petroleum
coke purchases (tons).

(2) Records of all analyses and cal-
culations conducted for all reported
data as listed in §98.316(b).

(3) Sampling analysis results for car-
bon content of consumed calcined pe-
troleum coke (percent by weight ex-
pressed as a decimal fraction).

(4) Sampling analysis results for the
carbon content of carbon containing
waste (percent by weight expressed as a
decimal fraction), if applicable.

(5) Monthly production of carbon-
containing waste (tons).

(6) You must document the proce-
dures used to ensure the accuracy of
the monthly petroleum coke consump-
tion and quantity of carbon-containing
waste measurement including, but not
limited to, calibration of weighing
equipment and other measurement de-
vices. The estimated accuracy of meas-
urements made with these devices
must also be recorded, and the tech-
nical basis for these estimates must be
provided.

(7) Annual operating hours for each
titanium dioxide process line (hours).

§98.318 Definitions.

All terms used in this subpart have
the same meaning given in the Clean
Air Act and subpart A of this part.

§98.321

Subpart FF—Underground Coal
Mines

SOURCE: 75 FR 39763, July 12, 2010, unless
otherwise noted.

§98.320 Definition of the source cat-
egory.

(a) This source category consists of
active underground coal mines, and
any underground mines under develop-
ment that have operational pre-mining
degasification systems. An under-
ground coal mine is a mine at which
coal is produced by tunneling into the
earth to the coalbed, which is then
mined with underground mining equip-
ment such as cutting machines and
continuous, longwall, and shortwall
mining machines, and transported to
the surface. Underground coal mines
are categorized as active if any one of
the following five conditions apply:

(1) Mine development is underway.

(2) Coal has been produced within the
last 90 days.

(3) Mine personnel are present in the
mine workings.

(4) Mine ventilation fans are opera-
tive.

(5) The mine is designated as an
“intermittent’” mine by the Mine Safe-
ty and Health Administration (MSHA).

(b) This source category includes the
following:

(1) Bach ventilation well or shaft, in-
cluding both those wells and shafts
where gas is emitted and those where
gas is sold, used onsite, or otherwise
destroyed (including by flaring).

(2) Each degasification system well
or shaft, including degasification sys-
tems deployed before, during, or after
mining operations are conducted in a
mine area. This includes both those
wells and shafts where gas is emitted,
and those where gas is sold, used on-
site, or otherwise destroyed (including
by flaring).

(c) This source category does not in-
clude abandoned or closed mines, sur-
face coal mines, or post-coal mining
activities (e.g., storage or transpor-
tation of coal).

§98.321 Reporting threshold.

You must report GHG emissions
under this subpart if your facility con-
tains an active underground coal mine
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